
Anti-dazzle Performance (Measured Value of Specular Gloss) of TOLI Vinyl Flooring and Others    
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*All the testing was conducted by TOLI's in-house labs unless otherwise specified. The data shows actual test results, not guaranteed values.

Antidazzle performance is judged by 

specular gloss of regular glass plate is set as 
specular gloss of each oor covering. The

the standard (100), and check the ratio 
against that. When the specular gloss is less 
than 20 at Incident Angle of 75 degrees, the 
oor covering is regarded as “antidazzle”.

Specular Gloss  (in accordance with JIS Z 8741) 

In the measuring equipment of specular 
gloss, let the light ux from light source fall
on the test specimen at the prescribed 
angle. Measure the light ux in the direction
of specular re ection at the prescribed
angles by the optical receiver (see Figure 1). 
The measurement should be done at angles 
of 20, 45, 60, 75 and 85 degrees.

Specular Gloss

at 20°
Incident Angle 

at 75°

ANTIBACTERIAL FLOORLEUM PLAIN

FLOORLEUM LATTICE

Wax Applied

No Wax Applied

Wax Applied

No Wax Applied

CxS   Health Care Coat
TOLI T Wax (antibacterial)

CxS   Health Care Coat
TOLI T Wax (antibacterial)

33.5
4.5
2.7
1.1
0.9
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87.8
42.6
38.6
17.5
12.2
9.8

Vinyl 
Sheets

Specular Gloss

FLOORLEUM LATTICE
 (with wax: CxS Health Care Coat)

ANTIBACTERIAL FLOORLEUM PLAIN
 (with wax: CxS Health Care Coat)

*Testing is proceeded for NW products with no wax applied and all other products with wax applied.
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Figure 1

T h e  p i c t u r e  s h o w s  
unpleasant glare caused 
by direct sunlight through 
the window. To reduce 
t h i s  kin d  o f glare,  
antidazzle floor covering 
can work e ectively as    
wel l as adjustment of 
r o om  l i g h t i n g  a nd  
installing curtains.

*FLOORLEUM LATTICE is particularly excellent in 
anti-dazzle performance because its specular gloss
 is less than 20 at any incident angle.

O = Anti-dazzle : ≤ 20 at 75°
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Thickness
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Carpet Tiles
Others

*By applying TOLI T Wax (antibacterial), the floor can have better anti-dazzle performance.  

Specular Gloss Di erence with or without Wax
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Specular Gloss Graph (excerpts)

SF FLOOR NW 3.5MM (made-to-order product)  

NONWAXLEUM NW (TS7000 series)
NONWAXLEUM NW (TS5000 series)
MATURE NW
DEODORANT NS TOWARE NW

SF FLOOR NW 

HOSPILEUM NW
NW NWFLOORLEUM PL AIN /MARBLE

ANTIBACTERIAL FLOORLEUM PLAIN/MARBLE

FLOORLEUM LATTICE NW
FLOORLEUM SOILUD NW

FLOORLEUM FLAKE NW
FLOORLEUM NATTY NW

OPELEUM
FLOORLEUM RITTI EMBOSS 
SUPER K SHEET
SUPER K SHEET EXCELLA
NS4400 AQUATREAD
NEW STANLOAD
NS FLATTY
E-CLEAN PREMIUM NW
ROYAL WOOD / ROYAL STONE
MATICO V
FASOL PLUS
LL FREE 40 NW-EX
LL FREE EXCELLA (made-to-order product)
GA-100
Linoleum
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Technical data

04 Anti-dazzle 
     Performance

Re ection of room lighting and direct sunlight on the oor will cause unpleasant    
dazzle to your eyes. Particularly elderly people tend to be more sensitive to dazzle  
due to their decreased vision. Light re ectance will di er according to the color     
and surface texture of oor covering, and also whether or not the wax is applied. 
Especially low-angled light around 75° will much re ect on the oor, to which you 
should pay keen attention not only in terms of comfort but safety as well.
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Incident Angle 

Incident Angle
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Incident Angle
at 75°

(salient)


